
New M-Series Compact Excavators



Bobcat took its best-in-class performance and made 
it better. New M-Series excavators are completely
redesigned to deliver stronger performance in a lighter
machine. This evolution puts operators and owners
in charge of labor-saving, profi t-producing features
that take production to the next level.

M-Series Excavators

www.bobcat.com/newmx



Ultimate Digging Performance
With new Bobcat®  M-Series excavators,
smooth, refi ned hydraulics allow you 
to dig your way out of extremely tough 
jobs. A new load-sensing piston pump 
and closed center valve system deliver
exceptional metering for smooth
control of machine functions. Cush-
ioned work group cylinders provide a 
smooth, end-of-stroke while working.

Exceptional Pushing Power and Traction
Auto-Shift travel, a standard feature on 
the E32 and E35 compact excavators, 
shifts the machine out of high range 
and back automatically, which provides 
an on-demand power boost when 
you’re pushing into a pile. You get 
more tractive effort without having to 
manually control the throttle or drive.

Integrated Slew Brake
The new M-Series excavators feature 
an integrated slew brake, which enables 
you to hold a load still and steady when 
you’re working on a slope. It also elimi-
nates the need for a manually engaged 
slew brake during transport – so you 
can have infi nite brake positioning. This 
makes it easier to load and position the 
machine on a trailer.  

Bobcat M-Series excavators provide:
• Smooth, quiet and effi cient operation
• Reduced overall machine weight
•  Tremendous digging and lifting

performance
•  Impressive tractive performance 

when maneuvering
• Enhanced travel performance
• Low fuel consumption
•  Productivity-boosting operator 

comfort
•  Dramatically reduced sound levels

for both operators and bystanders

NEW E35 Zero Tail Swing Compact Excavator

NEW E80 Minimal Tail Swing
Hydraulic Excavator

NEW E60 Minimal Tail Swing
Hydraulic Excavator



Auto-Shift travel, a feature of E32
and E35 compact excavators, shifts 
the machine out of high range and 
back automatically, offering superb 
travel performance without having to 
manually downshift. When activated, 
Auto-Shift increases travel performance 
on demand – so you don’t have to do 
anything but manage the direction and 
speed. A directional lug track also
provides a smoother ride and less 
vibration when traveling.

Auto Shift



Ergonomic Travel Pedals 
Refi ned travel pedals are more comfort-
able, and provide improved control of 
travel. The E32 and E35 feature fold-up 
pedals for optimum foot room.

Easy Cleanup
The easy-clean-out fl oor mat minimizes 
pockets and openings that would 
otherwise trap debris. The mat is fl ush 
with the door threshold, which allows 
for easy cab fl oor cleaning.

Super Deluxe Seat
Standard on the E60
and E80 excavators,
this seat offers suspen-
sion, lumbar support
and limitless adaptability
for every operator. Adjust
the seat position and angle or
position the joysticks exactly
where you need them. Many
automobiles can’t match the
comfort of the Super Deluxe
Seat, and that makes marathon
jobs a lot easier.

Keyless Start
Reduce the risk of loss due to theft or 
unauthorized use by equipping your
E32 or E35 excavator with the optional 
keyless start. This simple option makes 
sure no time is lost on your jobsite 
when you forget your keys in the shop.

Rotary Engine Speed Control
Engine speed adjustments are made 
with a simple-to-use rotary knob that’s 
also easy to reach.

Convenient Storage
An abundance of storage bins, an
easy-to-reach power port and a
mega-mug cup holder make it easy
to store items that operators need
to stay comfortable.

Heat and Air Conditioning
The new heating and air conditioning 
system in our M-Series excavators 
provides more air movement, more 
vents and greater fl exibility in directing 
air. This enables a wider range of tem-
perature control and ensures operator 
comfort in extreme environments.

Adjustable Arm Rests
New adjustable arm rests allow the 
operator to adjust to a position that is 
most comfortable. Each operator can 
customize the arm rests to maximize 
comfort.
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Comfort Cab
Bobcat believes there is a direct relationship between 
operator comfort and productivity. If you can comfort-
ably stay in the seat longer, you will be able to get more 
work done. That’s why we give as much attention to 
operator comfort as we do to the overall performance 
of the machine. The new Bobcat® compact excavators 
give you more features that keep operators working 
productively – even on long, grueling jobs.
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Effective excavator work is all about 
precision and quickness, and the 
controls make a big impact on your 
productivity. The ability to make 
fi ne movements with low effort and 
maximum comfort will give you better 
results in less time, with less fatigue.

Superior Boom
Swing Control

Improve metering
and get more room.
The superior boom swing control 
of Bobcat E32 and E35 excavators 
is made possible with a rocker-style 
thumb switch located on the left 
joystick. This style of swing control 
offers improved metering of the swing 
function and frees up fl oor space to 
give you more foot room.



The quieter and more effi cient the 
machine, the more productive you can 
be. Jobsite communications become 
simple, noise ordinances are easier
to meet – and you can work longer 
without stopping to refuel.

Auto Idle, a standard feature on
M-Series excavators, automatically 
idles the engine when machine
functions are not used for 4 seconds 
– which lowers the noise considerably, 
improves jobsite communications
and saves fuel. When you move the 
joystick controls or initiate travel, the 
excavator automatically returns to the 
previously-set engine speed position.

Auto Idle



HYDRAULIC

Equip your E35 excavator with the 
Angle Blade option for maximum 
productivity. This option allows you to 
angle your backfi ll blade 25 degrees left 
or right. You direct spoil from one side 
of the blade to the other, minimizing 
“trailers” left on both sides of the blade. 

In light backfi lling applications, you
can simply backfi ll by driving parallel
to the trench, thus increasing your 
productivity.  

Exclusive to Bobcat’s Angle Blade is
a reversible, bolt-on cutting edge that 
extends the life of your backfi ll blade. 
This provides lower operating costs 
and more uptime.

Retract or extend 
the hydraulic pins 
with a switch.

Attachment capabilities make a big 
impact on your productivity. If you
want the most convenient attachment 
changes in the industry, purchase the 
optional Hydraulic X-Change™ mounting 
system for the E32 and E35 compact 
excavators. Activate the hydraulic pins 
at the fl ip of a switch; retract for attach-
ment removal or extend for attachment 
hookup. Always install the retainer pins 
before operating. 

When attachment changes are simple, 
operators are more likely to use the 
proper-sized bucket and the best attach-
ment for the job. That can mean fuel 
savings, less time spent backfi lling and 
less wear and tear on your machine. 
The Bobcat Hydraulic X-Change system 
maintains optimal “pin-on” bucket
geometry – so that arm and bucket 
force are not compromised.

Angle Blade

Hydraulic X-Change



Exclusive to Bobcat is the In-Track 
Swing Frame, which allows you to get 
closer to your work. Our swing cast-
ings and cylinders stay within the tracks 
when offset digging – giving you the 
ability to truly dig fl ush up against an 
obstacle and increasing your ability to 
work in tight areas when in an offset 
dig position. Bobcat® excavators are 
engineered to operate in the smallest
of workspaces. 

Bobcat’s exclusive In-Track Swing Frame keeps 
the swing casting within the tracks when in an 
offset digging position.

This picture 
depicts the 

“unicorn effect” 
found on other 

brands. The 
protruding cast-

ing and cylinders 
limit access to 
tight areas and 

areas around 
obstacles. 

The new X-frame design offers
increased ground clearance that allows 
you to go through more. The design 
sheds debris to reduce your clean-up 
time as well. The X-frame undercarriage 
enables drive motors to be contained 
within the width of the tracks, which 
protects the assembly from damage 
and improves agility in soft condi-
tions. Motor covers are also recessed, 
eliminating potential for damage and 
bringing you more uptime in the fi eld.

Exclusive to Bobcat is the In-Track 
Swing Frame, which allows you to get 

This picture The new X-frame design offers
increased ground clearance that allows 

In-Track Swing Frame

www.bobcat.com/newmx

X-frame Undercarriage
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Uptime Protection
No other manufacturer provides 

so many job-proven features to 
give you more uptime in the fi eld. 

Features such as machine shutdown 
and battery rundown protection,

on-board diagnostics and sealed
connectors all help you stay on the job 
longer. Uptime protection not only means 
you can stay in the fi eld longer, it protects 
your investment for a greater resale.

The E60 and E80 have 250-hour greasing 
intervals, thanks to polymer shims and 
the design of the bushings at the boom, 
arm and bucket locations.

Model E32 E35 E60 E80
Tail Swing Type Conventional Zero Tail Minimal Tail Minimal Tail

Tail Swing Overhang 14.4 in. (365 mm) 0 in. (0 mm) 4.4 in. (112 mm) 5.8 in. (148 mm)

Operating Weight                                   7194 lb. (3263 kg) 7560 lb. (3429 kg) 13556 lb. (6149 kg) 18689 lb. (8477 kg)

Dig Depth                                                 10 ft. 3 in. (3117 mm) 10 ft. 3 in. (3117 mm) 13 ft. 7 in. (4145 mm) 15 ft. 6 in. (4675 mm)

Reach @ Ground Level                      16 ft. 4 in. (4980 mm) 17 ft. 2 in. (5230 mm) 21 ft. 4 in. (6502 mm) 24 ft. 5 in. (7480 mm)

Dump Height Clearance                      11 ft. (3340 mm) 11 ft. (3340 mm) 13 ft. 6 in. (4125 mm) 16 ft. 4 in. (5085 mm) 

Width                                                       60 in. (1518 mm) 69 in. (1750 mm) 78 in. (1980 mm) 91 in. (2300 mm)

Canopy/Cab Height                               95.6 in. (2429 mm) 95.6 in. (2429 mm) 100.2 in. (2550 mm) 103.9 in. (2638 mm)

Ground Pressure                               4.3 psi (29.6 kPa) 4.3 psi (29.3 kPa) 4.53 psi (31.2 kPa) 5.66  psi (39 kPa)

PERFORMANCE
Arm Breakout Force                              4721 lbf. (2100 N) 4721 lbf. (2100 N) 5056 lbf. (22490 N) 7659 lbf. (34068 N)

Bucket Breakout Force                              7081 lbf. (31500 N) 7081 lbf. (31500 N) 8963 lbf. (39869 N) 12280 lbf. (54623 N)

Rated Lift Capacity 
(over blade, blade down, ground level @ 10 ft. (3M) reach)                         2537 lb. (1151 kg) 2866 lb. (1300 kg) 5908 lb. (2680 kg) 9325 lb. (4230 kg)

Travel Speed (low range)                  1.6 mph (2.6 km/hr.) 1.6 mph (2.6 km/hr.) 1.3 mph (2.1 km/hr.) 1.8 mph (2.9 km/hr.)

Travel Speed (high range)          2.9 mph (4.7 km/hr.) 2.9 mph (4.7 km/hr.) 2.2 mph (3.9 km/hr.) 2.8 mph (4.6 km/hr.)

Long Arm (option)

       Operating Weight                                7869 (3569) 8235 (3735) - -

       Tail Swing Overhang                          17.9 in. (455 mm) 3.5 in. (90 mm) - -

       Dig Depth                                         11 ft. 3 in. (3417 mm) 11 ft. 3 in. (3417 mm) - -

       Reach @ Ground Level             17 ft. 4 in. (5270 mm) 18 ft. 1 in. (5520 mm) - -

       Dump Height Clearance             11 ft. 7 in. (3521 mm) 11 ft. 7 in. (3521 mm) - -

ENGINE Interim Tier IV Interim Tier IV Interim Tier IV Interim Tier IV

Horsepower                                                33.3 hp (24.8 kW) 33.3 hp (24.8 kW) 50 hp (37.3 kW) 57 hp (42.5 kW)

Engine Type Diesel Diesel Diesel Diesel

Fuel Tank Capacity                                       14 gal (53.1 L) 14 gal (53.1 L) 20.6 gal (78 L) 29 gal (110 L)

Machine Shutdown Protection Yes Yes - -

Battery Run-Down Protection Yes Yes - -

HYDRAULICS
Piston Pump Yes Yes Yes Yes

Load-Sensing Pump Yes Yes Yes Yes

Closed Center Valve Yes Yes Yes Yes

MACHINE FEATURES & OPTIONS
Cab with Heat & AC Opt Opt Std Std

Radio Ready Cab Std Std Std Std

Cloth Seat Opt Opt Std Std

Super Deluxe Seat - - Std Std

Keyless Start System Opt Opt - -

Pattern Selector (ISO/std) Std Std Std Std

Fingertip Boom Swing Control Std Std - -

Hydraulic Angle Blade - Opt - -

Auto-Idle Std Std Std Std

Auto-Shift Travel Motors Std Std - -

Steel Tracks Opt Opt Opt Opt

FEATURES FOR ATTACHMENTS
Quick-Tach Std Std Std Opt

Hydraulic X-Change® (Quick-Tach) Opt Opt - -

Auxiliary Hydraulics Std Std Std Std

Auxiliary Hydraulic Flow                 16.9 gpm (63.9 L/min.) 16.9 gpm (63.9 L/min.) 13.8 gpm (52.5 L/min.) 31.7 gpm (120 L/min.)

Auxiliary Hydraulic Pressure                2987 psi (206 Bar) 2987psi (206 Bar) 3271 psi (225 Bar) 4496 psi (310 Bar)

Fingertip Auxiliary Control Std Std - -

Hydraulic Clamp Opt Opt Opt Opt

Secondary Auxiliary Hydraulics Opt Opt Std Opt

Specifi cations M-Series Compact Excavators

Train operators and technicians in the safe operation and servicing of Bobcat equipment. 
Operator training courses, safety videos and other training materials are available at 
your Bobcat dealer’s parts department or online at www.bobcat.com/training 
or www.training.bobcat.com

Time is money. Routine maintenance
is an important factor in controlling 
operating costs. With Bobcat® compact
excavators, fi lters, fl uid, and daily
maintenance checkpoints are right at 
your fi ngertips. Shop time is spent
completing he job, not gaining access.

Panoramic Serviceability
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